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IMPORTANT: When discarding or storing your old clothes dryer, remove the door.
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ACCESSORIES
Customize your new washer and dryer with the following  
genuine Maytag accessories. For more information on options  
and ordering, contact your dealer, call us at 1-800-901-2042,  
or visit: www.maytag.com/accessories. 
In Canada, call 1-800-807-6777, or visit: www.maytag.ca

15" Pedestal
Color-matched pedestals raise the washer and 
dryer to a more comfortable working height.  
The large drawer provides convenient storage. 

Stack Kit
If space is at a premium, the stack kit allows 
the dryer to be installed on top of the washer.

Drying Rack
The Drying Rack provides a  
stationary drying surface for items 
such as sweaters and tennis shoes. 
See the �Additional Features�  
section for more information.
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CONTROL PANEL AND FEATURES
Not all features and cycles are available on all models.
NOTE: The control panel features a sensitive surface that responds  
to a light touch of your �nger. To ensure your selections are registered, 
touch the control panel with your �nger tip, not your �ngernail. When 
selecting a setting or option, simply touch its name.

POWER/CANCEL
Touch to turn the dryer on and off. Touch to stop/cancel  
a cycle at any time.  

CYCLE CONTROL KNOB
Turn the knob to select a cycle for your laundry load. Sensor 
Cycles are Power Dry, Normal, Delicates, Sanitize (on some 
models), Bedding (on some models), and Wrinkle Control  
(on some models). Timed Cycles are Timed Dry and Rapid 
Dry. The Steam Cycle (on some models) is Refresh. See 
�Cycle Guide� for detailed descriptions of cycles.

START/PAUSE
Touch and hold until the LED comes on to start a cycle,  
or touch once while a cycle is in process to pause it.

LED DISPLAY AND SETTINGS
When you select a cycle, its settings will light up and the 
Estimated Cycle Time (for Sensor Cycles) or actual time 
remaining (for Timed Cycles) will be displayed. On 2-digit 
displays, for times longer than 99 minutes, hours will be 
displayed followed by minutes.
See �Cycle Guide� for available settings on each cycle.  
Not all settings are available with all cycles.

�/+ (Timed Dry Adjust)
Touch �+� or ��� with Timed Cycles to increase  
or decrease the length of a Timed Dry or Rapid  
Dry cycle. 

Temperature
When using Timed Cycles or Refresh, you may select  
a dry temperature based on the type of load you are  
drying. Use the warmest setting safe for the garments  
in the load. Follow garment label instructions.
NOTE: Sensor Cycles use a preset temperature that  
is not adjustable. 

Dryness Level
When using Sensor Cycles (except for the Sanitize  
cycle), you may select a Dryness Level based on the  
type of load you are drying.
NOTE: Dryness Level is for use with Sensor Cycles only. 
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Wrinkle Prevent
If you will be unable to remove a load immediately, touch 
Wrinkle Prevent to add up to 140 minutes of periodic 
tumbling to help reduce wrinkling. On some cycles, you 
may select the �With Steam� setting to add a short steam 
cycle after 60 minutes to help smooth out wrinkles.

Energy Saver
Touch to activate the Energy Saver option, which allows 
you to increase your energy savings by using a slightly 
lower heat level. Energy Saver will increase drying times  
by approximately 40 minutes; the LED Display will re�ect  
this time. 
Energy Saver is only available for Normal. For optimal 
energy, turn on the Energy Saver option. For optimal time, 
turn off the Energy Saver option.
NOTE: Energy savings may vary across loads.

OPTIONS 
Use to select available options for your dryer. Not all cycles 
and options are available on all models.

My Cycle
If you have a favorite cycle with custom settings that you 
use frequently, you can use the My Cycle feature to keep 
your preferred settings ready to use. To save the cycle 
press and hold MY CYCLE (approximately 3 seconds) 
until a beep sounds and the letters �SET� are displayed on 
your machine. When selecting My Cycle refer to the LCD 
display for additional options and settings.

Drum Light
Touch to turn the LED drum light on or off. The light  
will also turn on when the door is open, and turn off  
automatically after about 5 minutes. 

Reduce Static
Touch to add the Reduce Static option to selected  
Sensor cycles (see �Cycle Guide�). The dryer will  
automatically tumble, pause, and introduce a small amount 
of moisture into the load to help reduce static. This option 
adds approximately 8 minutes to the total cycle time.
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Steam Boost
Steam Boost adds steam to the end of the Heavy Duty, Bed-
ding, or Normal cycle to help smooth wrinkles. Steam Boost can 
be used with High or Medium heat settings. This option adds 
approximately 15 minutes to the total cycle time.

Cycle Signal
Use this to turn the signal indicating the end of a drying cycle on 
or off.
NOTE: You may also turn off the tones that sound when  
a feature, setting, or option is touched. Touch and hold Cycle 
Signal for about one second to turn sounds on  
or off.

Control Lock
Use to lock the controls of the dryer and avoid  
an accidental change in cycle options or preferences during a 
drying cycle.
Touch and hold CONTROL LOCK for 3 seconds to lock or 
unlock the controls of the dryer. During this time, the LED 
Display will count down 3-2-1. Once the controls  
are locked, the LED Display will display �Lc� or �Loc.�
NOTE: The Control Lock function may be enabled when 
recovering from a power failure. To unlock the control, touch and 
hold CONTROL LOCK for at least 3 seconds.

CYCLE STATUS INDICATORS

The Cycle Status Indicators show the progress of a cycle. Not all 
indicators are available on all models.

Sensing
	 The Sensing indicator will light during Sensor Cycles to  

indicate that the moisture sensor on the dryer is operating. This 
indicator will not light during Timed Cycles or options such as 
Wrinkle Prevent.

Check Vent
	 This indicator will show the status of air�ow through the dryer 

and the dryer vent system for the dryer�s life. During the sensing 
phase at the beginning of the cycle, the Check Vent light will 
come on if a blocked vent or low air�ow issue is detected. This 
light will stay on for the entire cycle. The light will be cleared 
when selecting a new cycle, touching POWER, or opening the 
door after the cycle has completed. This feature is available 
during Sensor and Steam cycles only. For more information 
on maintaining good air�ow, see �Check Your Vent System for 
Good Air�ow�.

	� NOTE: If there are other error issues during a cycle, the Check 
Vent indicator will not light up. See �Troubleshooting� section.

Good Air�ow
	 This indicator will light if there is no major vent blockage.

Steaming
	 This indicator will light when a steam function is active. 
	 NOTE: Steam is not available on all cycles. 

 Done
	 This will indicate that the selected cycle has ended and the load 

may be removed from the dryer. If Wrinkle Prevent has been 
selected, the dryer may continue to tumble the load, even if  
the Done indicator is lit.

Check Lint Screen
	 The Check Lint Screen indicator will light when the drying  

cycle is complete as a reminder to clean the lint screen. 

Appearance may vary.
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