
15” Marvel Low Profile  
Clear Ice™ Machine 
ADA Height
Model # 30iMAT****

•  Produces up to 34 lbs of clear ice in 24 hours and stores up to 30 lbs 

•  Stainless steel ice cutter ensures consistent cube size and shape

•  Sound-buffering ice deflector greatly reduces cube impact noise

•  Low profile, ADA height allows for universal installation applications, 
both commercial and residential

•  High efficiency, low maintenance condenser design for built-in zero 
clearance installations

•  Equipped with cleaning mode 

•  Insulated thermal-efficient cabinet

•  Frost-free technology ensures you’ll never have to manually defrost 
the unit

•  Ice scoop included

•  Available with or without factory-installed drain pump 

•  Close Door Assist System™ gently and automatically closes door

•  Height adjustment up to 1” with leveling legs

•  4” black adjustable toe kick

•  1-year warranty

Storage Capacity

Up to 30 lbs of clear ice 

Product Dimensions 

14 ⅞“ W x 31 ⅛ “ H x 25 ⅝ “D (including handle)

Accessories

16-oz Ice Machine Sanitizer
4-oz Ice Machine Cleaner

Finish/Door Options

BlackStainless Steel White Wood Overlay
(Panel Ready)



Width 14 ¾"

Interior Finish White

Capacity Up to 30lbs of clear ice

Shelving System NA

Shelf Fronts NA

Other Storage NA

Interior Lighting NA

Toe Grill Finish Black

Hinge Classic Hinge

Handle Designer

Control Type NA

Temperature Range NA

Lock NA

Electrical Requirements 120V / 60Hz / 15A

Length of Power Cord 5'

Product Dimensions 14 ¾" W x 31 ⅛" H x 21 ½" D

Depth to Front of Door 23 ¾"

Depth to Handle 25 ½"

Depth with door at 90° 37 1/16"

Shipping Weight 120 lbs

Finishes SS, B, W, O

Vacation /  
Sabbath Mode

NA

Agency Approvals CSA

ENERGY STAR Certified NA

Finishes Key

SS = Stainless Steel
B = Black
W = White
O = Overlay

"A"

"B"

"C"
15" Rough-In Dimensions

"A" "B" "C"

15"
(38.1 cm)

**31 3/8" to 32 3/8"
(79.1 to 81.6 cm)

24”
(61 cm)

Ordering Details
NO FACTORY-INSTALLED DRAIN PUMP

Solid Stainless Door,  
Right Hinge

30iMAT-BS-F-R

Solid Stainless Door,  
Left Hinge

30iMAT-BS-F-L

Solid Panel Overlay Ready 
Door, Stainless Handle,  
Right Hinge

30iMAT-BB-O-R

Solid Panel Overlay Ready 
Door, Stainless Handle,  
Left Hinge

30iMAT-BB-O-L

Solid Black Door, Right Hinge 30iMAT-BB-F-R
Solid Black Door, Left Hinge 30iMAT-BB-F-L

Solid White Door, Right Hinge 30iMAT-WW-F-R

Solid White Door, Left Hinge 30iMAT-WW-F-L

WITH FACTORY-INSTALLED DRAIN PUMP
Solid Stainless Door,  
Right Hinge

30iMAT-BS-F-R-P

Solid Stainless Door,  
Left Hinge

30iMAT-BS-F-L-P

Solid Black Door, Right Hinge 30iMAT-BB-F-R-P
Solid Black Door, Left Hinge 30iMAT-BB-F-L-P

Solid White Door, Right Hinge 30iMAT-WW-F-
R-P

Solid White Door, Left Hinge 30iMAT-WW-F-L-P
Solid Panel Overlay Ready 
Door, Stainless Handle,  
Right Hinge

30iMAT-BB-O-R-P

Solid Panel Overlay Ready 
Door, Stainless Handle,  
Left Hinge

30iMAT-BB-O-L-P

DIMENSIONS FOR  30IMAT SOLID OVERLAY DOOR

13

* Depth dimension may vary depending on
   each individual installation.

Electrical Requirements: A grounded 115 volt, 15 
amp dedicated circuit is  required.

Power outlet can be located in the back wall behind 
the ice machine. Add 1” to depth for thickness of 
plug, or recess outlet 1” into the wall. Power outlet 
can also be installed in adjacent cabinetry with a 
cutout for routing of power cord. Follow all local 
building codes when installing electrical and the ice 
machine.
Product weight = 100 lbs. (45.5 kg.)

** Minimum rough in opening required is to be
      larger than the adjusted height of the cabinet.

15” (38.1 cm)

*24” (61 cm)
standard cabinet 

depth

** 313/8” to 323/8”
(79.7 to 82.2cm)

ROUGH IN OPENING DIMENSIONS, FOR 30IMAT SOLID OVERLAY DOOR

8” (20.3cm)CL gravity
drain

371/16”
(95.4cm)

227/8”*
(58.1cm)

211/2”
(54.6cm)

3” to 4”
(7.6 to 8.8cm)

311/8” to 321/8”
(79.1 to 81.6cm)

* To face of door with-
out custom panel

137/8”
(35.3cm)

CL water supply

6” (15.2cm)

2” (5.1cm)

147/8”
(37.8cm)

CL water supply

2” (5.1cm)
No panel installation kit required.



FULL OVERLAY PANEL INSTALLATION INSTRUCTIONS

Step 7: Secure overlay panel to the door.
With the #10 wood screws provided, fasten the overlay panel to 
the door. (See Figure 13).

Step 8: Install door gasket
Press the door gasket into the door channel. Make certain the 
gasket corners are fully inserted. If applicable insert the key into 
the lock and make certain the lock operates properly.

Step 9: Install the door
Install the top and bottom hinge adapter bushings back into the 
hinge adapters that were removed in step 6.  Install the door by 
reversing the procedure from step 2. Install the top hinge pin so 
the screw head is flush with the top surface of the hinge. If appli-
cable insert key into lock and verify the lock cam works properly 
with the catch bracket on the front of the ice machine cabinet. 
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Step 6: Drill panel mounting holes
Re-clamp the panel to the door per step 5 and drill the screw 
pilot holes for attaching the overlay panel to the door. Select 
the size of the hole from Table B. Be careful not to drill the pilot 
holes through the overlay panel, (1/2” (12.7mm) deep for 3/4” 
(19mm) and 5/8” (15.7mm) panels ).

is attached to the door and cabinet. After the panel is removed 
from the door, drill the mounting holes from the front, to the 
recommended diameter of the handle manufacturer. Counter 
bore the back-side of the panel so the screw heads do not inter-
fere with the surface of the door.
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NOTE

NOTE

FULL OVERLAY PANEL INSTALLATION INSTRUCTIONS

Model W H

30iMT 145/8”
(37.1cm)

305/16”
(77.0cm)

30iMAT 145/8”
(37.1cm)

2711/16”
(70.3cm)

For overlay with lock option panel 
thickness to be  3/4” (19mm) maxi-

mum to 5/8” (16mm) minimum.

Weight of the overlay panel 
should not exceed 20 pounds (9.1 
kilograms).

For the door to work properly 
it is necessary to maintain a 

minimum space of 9/32” (7mm) between the door and cabinet 
flange as shown . This space can be adjusted by adjusting the 
top and bottom hinge adapters.

H

W

Figure 11

Table A

Front of
overlay
panel

Step 5: Drill hinge clearance holes in overlay panel
Set the overlay panel on the door front, align the edges, and 
clamp together. Clamp the panel firmly but be careful not to 
damage the door or the panel. Mark center of hinge adapter 
hole on wood panel, top and bottom. (See Figure 12.) Remove 
wood panel from door and drill 5/16” (8mm) diameter clearance 
holes into the overlay panels 3/4” (20mm) deep. These will be 
clearance holes for the top and bottom hinge pins. 

This is also a convenient time to locate and drill the holes for 
your handle. Most often the handle is to match that of the sur-
rounding cabinetry. If your handle attaches from the back-side 
of the custom panel, locate the mounting holes while the panel 

Step 1: Verify door alignment
Verify that the door is aligned correctly with the cabinet 
prior to fabricating the custom panel. Failure to do so may 
result in mis-alignment of the custom panel with the hinge 
bracket. The door should be parallel to the sides and top of 
the ice machine. If alignment is necessary the door may be 
adjusted by loosening the 2 screws which secure the top and/
or bottom hinge adapter brackets, located  on the top and 
bottom of the door and adjusting the door side to side. Use a 
5/32” allen wrench, for this procedure. (See Figure 10 below). 
When finished aligning the door, tighten the screws securely.

Remove top hinge 
pin to remove the 
door.

Door should be 
parallel to top 
and sides of ice 
machine.

Step 2: Remove door
Remove the top hinge pin from the hinge with an 1/8” allen 
wrench. Remove the door by angling the top of the door out-
ward and lifting the door off the bottom hinge.
(See detail in Figure 10).

Step 3: Remove gasket
Lay the door on its front being careful not to scratch it. To gain 
access to the screw mounting holes remove the door gasket by 
peeling up and out of the channel.

Step 4: Cut overlay panel
Depending on the ice machine model cut the overlay panel to 
the dimensions shown in Figure 11 and Table A.

Figure 10

Hinge adapter bracket lo-
cated on the top and bottom 
of the door.

9/32”
(7mm)
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Overlay Panels

For comprehensive installation instructions,  
please visit www.marvelrefrigeration.com


